
8"

12" 8"

12"

8"

12"

8"

12"

8"

12"

8"

12"

8"

12"

8"

12"

8"

12"

LEFT SIDE ELEVATION            SCALE 1/4"= 1'-0"

HIGH PROFILE CONTINUOUS
RIDGE VENT

HIGH PROFILE CONTINUOUS
RIDGE VENT

HIGH PROFILE CONTINUOUS
RIDGE VENT

HIGH PROFILE CONTINUOUS
RIDGE VENT

HIGH PROFILE CONTINUOUS
RIDGE VENT

HIGH PROFILE
CONTINUOUS
RIDGE VENT

HIGH PROFILE CONTINUOUS
RIDGE VENT

HIGH PROFILE CONTINUOUS
RIDGE VENT8"

12"

FULL BRICK VENEER

ALL ROOFING AND CAPPING TO BE 25 YEAR
HIGH DEFINITION SHINGLES (SEE SPECS.)

SOLID 7/16"OSB SHEATHING REQUIRED
AT ALL EXTERIOR WALLS. TO BE
FASTENED TO STUDS 6" O. C. AT
EDGES AND 6" O. C. ALONG ALL

INTERMEDIATE FRAMING.

ALL SOFFITS TO BE SMOOTH PAINTED BACK
SCREENED, PERFORATED FIBER CEMENT (HARDISOFFIT)

SEE SPECIFICATIONS FOR ALL UPLIFT
STRAP REQUIREMENTS AND FASTENER

SCHEDULE

BUILT-UP SMOOTH FIBER
CEMENT FACIA WITH 26 GA
COLORED METAL DRIP EDGE

(SEE TYPICAL SOFFIT DETAILS)

FULL BRICK VENEERFULL BRICK VENEER

SLOPE CONCRETE DRIVE
UP TO FINISHED TOOLS

& STORAGE SLAB

FLASHING TO BE INSTALLED
AS REQUIRED AT ALL ROOF/

WALL INTERSECTIONS

FLASHING TO BE INSTALLED AS REQUIRED
AT ALL ROOF/ROOF INTERSECTIONS

ALL NATURAL GRADE LINES SHOWN ARE ILLUSTRATIVE ONLY AND MAY VARY AT JOBSITE SLOPE FINISHED GRADE
AWAY FROM STRUCTURE(TYPICAL)

ALLOW FOR SHINGLE SHIELD
ROOF ZINC PROTECTOR AT ALL

RIDGES AND HIP RAFTERS AS PER
MANUFACTURER'S SPECIFICATIONS

SYNTHETIC STUCCO FINISH TO BE APPLIED ATOP
TRADITIONAL STUCCO BASE OVER 7/16" OSB
SHEATHING (TYPICAL AT ALL STUCCO WALLS)

SYNTHETIC STUCCO FINISH TO BE APPLIED ATOP
TRADITIONAL STUCCO BASE OVER 7/16" OSB
SHEATHING (TYPICAL AT ALL STUCCO WALLS)

CONTINUOUS 4" SMOOTH
FIBER CEMENT FRIEZE

INSTALL TIGHT FLASHING
AND CRICKET AS REQUIRED

AT ROOF/CHIMNEY
INTERSECTION

FAUX CHIMNEY TO BE ENCLOSED IN SYNTHETIC
STUCCO FINISH TO BE APPLIED ATOP TRADITIONAL

STUCCO BASE OVER 7/16" OSB SHEATHING
(TYPICAL AT ALL SYNTHETIC STUCCO WALLS) ON

WOOD FRAMING TO CODE

FULL BRICK VENEER

FULL BRICK VENEER FULL BRICK VENEER FULL BRICK VENEER
FULL BRICK VENEER

M
IN

.
V

A
RI

ES
2'
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"

SLOPE FINISHED GRADE
AWAY FROM STRUCTURE(TYPICAL)

FLASHING TO BE INSTALLED
AS REQUIRED AT ALL ROOF/

WALL INTERSECTIONS

CONTINUOUS 4" SMOOTH
FIBER CEMENT FRIEZE

CONTINUOUS SMOOTH FIBER
CEMENT BAND BOARD

SITE BUILT 16"Ø-14"Ø COLUMN
(O. S.) (SEE DETAIL "B")

SITE BUILT 18"X18" STUCCO
COLUMN (O. S.) WITH 4 1/2"Ø

SCHEDULE 80 STRUCTURAL
PIPE COLUMN AT CENTER

(SEE DETAIL "C")
16"Ø-14"Ø

COLUMN (O. S.)
(SEE DETAIL "D")

NATURAL STONE
COLUMN SEE TYPICAL
COLUMN DETAIL "E"

SITE BUILT 16"Ø-
14"Ø COLUMN (O. S.)

(SEE DETAIL "B") SITE BUILT 16"Ø-
14"Ø COLUMN (O. S.)

(SEE DETAIL "B")

PROVIDE PLATFORM FOR
STATUE TO BE SUPPLIED

BY OWNERS

RAISED
SYNTHETIC

STUCCO
PANEL

TO MATCH
WINDOW
PATTERN

RAISED
SYNTHETIC

STUCCO
PANEL

TO MATCH
WINDOW
PATTERN

RAISED
SYNTHETIC

STUCCO
PANEL

TO MATCH
WINDOW
PATTERN

RAISED
SYNTHETIC

STUCCO
PANEL

TO MATCH
WINDOW
PATTERN

STATIONARY
STUCCO
PANEL

BA C

D

5
6

A

D D D

5 5

SLOPE FINISHED GRADE
AWAY FROM STRUCTURE(TYPICAL)

REAR ELEVATION           SCALE 1/4"= 1'-0"

INSTALL SPECIALITY COLORED
STANDING SEAM METAL
ROOF OVER STAIRWELL

"A" AND FLASH AS REQUIRED

SLOPING  GRADE IS ILLUSTRATIVE
ONLY AND EXACT NUMBER OF STEPS

IS TO BE DETERMINED AT JOBSITE

ALL ROOFING AND CAPPING TO BE 25 YEAR
HIGH DEFINITION SHINGLES (SEE SPECS.)

SOLID 7/16"OSB SHEATHING REQUIRED AT ALL
EXTERIOR WALLS. TO BE FASTENED TO STUDS
6" O. C. AT EDGES AND 6" O. C. ALONG ALL

INTERMEDIATE FRAMING.

ALL SOFFITS TO BE SMOOTH
PAINTED BACK SCREENED,

PERFORATED FIBER
CEMENT (HARDISOFFIT)

SEE SPECIFICATIONS FOR ALL UPLIFT
STRAP REQUIREMENTS AND FASTENER

SCHEDULE

BUILT-UP SYNTHETIC
STUCCO +36" HIGH

HANDRAIL WITH
BALUSTERS TO

CODE (SEE DETAILS)

BUILT-UP SMOOTH FIBER
CEMENT FACIA WITH 26 GA
COLORED METAL DRIP EDGE

(SEE TYPICAL SOFFIT DETAILS)

STEPS WITH 6" RISERS
AND 12" TREADS AS REQ'D

FULL
BRICK

VENEER

8"

12"

8"

12"
FLASHING TO BE INSTALLED AS REQUIRED

AT ALL ROOF/ROOF INTERSECTIONS

8"

12"

8"

12"

8"

12"

8"

12"

8"

12"

ALL NATURAL GRADE LINES SHOWN ARE ILLUSTRATIVE ONLY AND MAY VARY AT JOBSITE

SLOPE FINISHED GRADE
AWAY FROM STRUCTURE(TYPICAL)

ALLOW FOR SHINGLE SHIELD
ROOF ZINC PROTECTOR AT ALL

RIDGES AND HIP RAFTERS AS PER
MANUFACTURER'S SPECIFICATIONS

SYNTHETIC STUCCO FINISH TO BE APPLIED ATOP
TRADITIONAL STUCCO BASE OVER 7/16" OSB
SHEATHING (TYPICAL AT ALL STUCCO WALLS)

INSTALL SPECIALITY COLORED STANDING SEAM METAL
ROOF OVER BACK PORCH AND FLASH AS REQUIRED

INSTALL TIGHT FLASHING
AND CRICKET AS REQUIRED

AT ROOF/CHIMNEY
INTERSECTION

CONTINUOUS SMOOTH
FIBER CEMENT BAND BOARD

INSTALL FLASHING AS REQUIRED AT ALL
ROOF/WALL INTERSECTIONS

FAUX CHIMNEY TO BE ENCLOSED IN SYNTHETIC
STUCCO FINISH TO BE APPLIED ATOP TRADITIONAL

STUCCO BASE OVER 7/16" OSB SHEATHING
(TYPICAL AT ALL SYNTHETIC STUCCO WALLS) ON

WOOD FRAMING TO CODE

STEPS WITH 6" RISERS
AND 12" TREADS AS REQ'D

BA C
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BUILT-UP SYNTHETIC STUCCO +36" HIGH HANDRAIL
WITH BALUSTERS TO CODE (SEE DETAILS)

8"

12"

FULL
BRICK

VENEER

FULL BRICK VENEER

FULL BRICK VENEER

FULL BRICK VENEER

HIGH PROFILE CONTINUOUS
RIDGE VENT

HIGH PROFILE CONTINUOUS
RIDGE VENT

HIGH PROFILE CONTINUOUS
RIDGE VENT

HIGH PROFILE CONTINUOUS
RIDGE VENT

HIGH PROFILE CONTINUOUS
RIDGE VENT

HIGH PROFILE CONTINUOUS
RIDGE VENT

HIGH PROFILE CONTINUOUS
RIDGE VENT

CONTINUOUS SMOOTH
FIBER CEMENT BAND BOARD

CONTINUOUS SMOOTH
FIBER CEMENT BAND BOARD

CONTINUOUS 6" SMOOTH
FIBER CEMENT FRIEZE

SYNTHETIC STUCCO FINISH TO BE APPLIED ATOP
TRADITIONAL STUCCO BASE OVER 7/16" OSB
SHEATHING (TYPICAL AT ALL STUCCO WALLS)

SYNTHETIC STUCCO FINISH TO BE APPLIED ATOP
TRADITIONAL STUCCO BASE OVER 7/16" OSB
SHEATHING (TYPICAL AT ALL STUCCO WALLS)

SYNTHETIC STUCCO FINISH TO BE APPLIED ATOP
TRADITIONAL STUCCO BASE OVER 7/16" OSB
SHEATHING (TYPICAL AT ALL STUCCO WALLS)

SYNTHETIC STUCCO FINISH TO BE APPLIED ATOP
TRADITIONAL STUCCO BASE OVER 7/16" OSB
SHEATHING (TYPICAL AT ALL STUCCO WALLS)

BUILT-UP SMOOTH FIBER
CEMENT FACIA WITH 26 GA
COLORED METAL DRIP EDGE

(SEE TYPICAL SOFFIT DETAILS)

CONTINUOUS SMOOTH
FIBER CEMENT

FRIEZE

BUILT-UP SMOOTH FIBER
CEMENT FACIA WITH 26

GA COLORED METAL DRIP
EDGE (SEE TYPICAL

SOFFIT DETAILS)

A B C A B C

2

A B C A B C

D

E G
9

2

RAISED
SYNTHETIC

STUCCO
PANEL

TO MATCH
WINDOW
PATTERN

RAISED
SYNTHETIC

STUCCO
PANEL

TO MATCH
WINDOW
PATTERN

SITE BUILT 16"Ø-
14"Ø COLUMN (O. S.)

(SEE DETAIL "B")

SITE BUILT 16"Ø-
14"Ø COLUMN (O. S.)

(SEE DETAIL "B")
SITE BUILT 16"Ø-

14"Ø COLUMN (O. S.)
(SEE DETAIL "B")

16"Ø-14"Ø COLUMN (O. S.)
(SEE DETAIL "A")

SITE BUILT 16"Ø-
14"Ø COLUMN (O. S.)

(SEE DETAIL "B")

SPLIT NATURAL
STONE COLUMN SEE
TYPICAL COLUMN

DETAIL "F"

SPLIT NATURAL
STONE COLUMN SEE

TYPICAL COLUMN
DETAIL "F"

NATURAL STONE
COLUMN SEE TYPICAL

COLUMN DETAIL "E"

STATIONARY
STUCCO PANEL

STATIONARY
STUCCO PANEL

D DD D DD D DD D DD D D

F
G E

F
G E

F
G E

F
GE

F
G

FRONT ELEVATION         SCALE 1/4"=1'-0"

8"

12" 8"

12"

8"

12"

8"

12"

8"

12"

8"

12"

SLOPE FINISHED GRADE
AWAY FROM STRUCTURE(TYPICAL)

ALL ROOFING AND CAPPING TO BE 25 YEAR
HIGH DEFINITION SHINGLES (SEE SPECS.)

SOLID 7/16"OSB SHEATHING REQUIRED AT ALL
EXTERIOR WALLS. TO BE FASTENED TO STUDS
6" O. C. AT EDGES AND 6" O. C. ALONG ALL

INTERMEDIATE FRAMING.

ALL SOFFITS TO BE SMOOTH PAINTED BACK SCREENED,
PERFORATED FIBER CEMENT (HARDISOFFIT)

SEE SPECIFICATIONS FOR ALL UPLIFT
STRAP REQUIREMENTS AND FASTENER

SCHEDULE

BUILT-UP SMOOTH FIBER
CEMENT FACIA WITH 26 GA
COLORED METAL DRIP EDGE

(SEE TYPICAL SOFFIT DETAILS)

FULL BRICK VENEER

FULL BRICK VENEER

FLASHING TO BE INSTALLED AS REQUIRED
AT ALL ROOF/WALL INTERSECTIONS

8"

12"

FLASHING TO BE INSTALLED AS REQUIRED
AT ALL ROOF/ROOF INTERSECTIONS

8"

12"

8"

12"

8"

12"

8"

12"

8"

12"

ALL NATURAL GRADE LINES SHOWN ARE ILLUSTRATIVE ONLY AND MAY VARY AT JOBSITE

SLOPE FINISHED GRADE
AWAY FROM STRUCTURE(TYPICAL)

ALLOW FOR SHINGLE SHIELD
ROOF ZINC PROTECTOR AT ALL

RIDGES AND HIP RAFTERS AS PER
MANUFACTURER'S SPECIFICATIONS

SYNTHETIC STUCCO FINISH TO BE APPLIED ATOP
TRADITIONAL STUCCO BASE OVER 7/16" OSB
SHEATHING (TYPICAL AT ALL STUCCO WALLS)

SYNTHETIC STUCCO FINISH TO BE APPLIED ATOP
TRADITIONAL STUCCO BASE OVER 7/16" OSB
SHEATHING (TYPICAL AT ALL STUCCO WALLS)

CREATE DRAINAGE PLANE
AT JOBSITE AS REQUIRED

TO DIVERT DRAINAGE
THIS STRUCTURE IS TO BE
CONSTRUCTED ATOP MAIN
ROOF FRAMING (SHADED)

2-36"X72" WROUGHT
IRON GATES (O. S.)

CONTINUOUS 4" SMOOTH
FIBER CEMENT FRIEZE

INSTALL TIGHT FLASHING
AND CRICKET AS REQUIRED

AT ROOF/CHIMNEY
INTERSECTION

CONTINUOUS SMOOTH
FIBER CEMENT BAND BOARD

FAUX CHIMNEY TO BE ENCLOSED IN SYNTHETIC
STUCCO FINISH TO BE APPLIED ATOP TRADITIONAL

STUCCO BASE OVER 7/16" OSB SHEATHING
(TYPICAL AT ALL SYNTHETIC STUCCO WALLS) ON

WOOD FRAMING TO CODE

INSTALL SPECIALITY COLORED
STANDING SEAM METAL ROOF OVER

STARIWELL "A" AND FLASH AS REQUIRED

8" THICK- 72" HIGH STUCCO
WALL WITH 16"X16" STUCCO
POSTS (SEE TYPICAL MOTOR

COURT WALL DETAIL)

BA C

D

V
A

RI
ES

2'
-0

"

PROVIDE PLATFORM FOR
STATUE TO BE SUPPLIED

BY OWNERS

SITE BUILT 18"X18"
STUCCO COLUMN (O. S.)
WITH 4 1/2"Ø SCHEDULE

80 STRUCTURAL PIPE
COLUMN AT CENTER

(SEE DETAIL "C")

16"Ø-14"Ø
COLUMN (O. S.)

(SEE DETAIL "D")

8" THICK- 72" HIGH STUCCO
WALL WITH 16"X16" STUCCO
POSTS (SEE TYPICAL MOTOR

COURT WALL DETAIL)

8" THICK- 72" HIGH STUCCO
WALL WITH 16"X16" STUCCO
POSTS (SEE TYPICAL MOTOR

COURT WALL DETAIL)

FULL
BRICK

VENEER

FULL
BRICK

VENEER

CONTINUOUS SMOOTH
FIBER CEMENT BAND BOARD

CONTINUOUS SMOOTH
FIBER CEMENT BAND BOARD

CONTINUOUS SMOOTH
FIBER CEMENT BAND BOARD

HIGH PROFILE CONTINUOUS
RIDGE VENT

HIGH PROFILE CONTINUOUS
RIDGE VENT

HIGH PROFILE CONTINUOUS
RIDGE VENT

HIGH PROFILE CONTINUOUS
RIDGE VENT

HIGH PROFILE CONTINUOUS
RIDGE VENT

HIGH PROFILE CONTINUOUS
RIDGE VENT

SYNTHETIC STUCCO FINISH TO BE APPLIED ATOP
TRADITIONAL STUCCO BASE OVER 7/16" OSB
SHEATHING (TYPICAL AT ALL STUCCO WALLS)

SYNTHETIC STUCCO FINISH TO BE APPLIED ATOP
TRADITIONAL STUCCO BASE OVER 7/16" OSB
SHEATHING (TYPICAL AT ALL STUCCO WALLS)

SYNTHETIC STUCCO FINISH TO BE APPLIED ATOP
TRADITIONAL STUCCO BASE OVER 7/16" OSB
SHEATHING (TYPICAL AT ALL STUCCO WALLS)

FULL BRICK VENEER

SITE BUILT 16"Ø-
14"Ø COLUMN (O. S.)

(SEE DETAIL "B")

16"Ø-14"Ø
COLUMN (O. S.)

(SEE DETAIL "D")

SITE BUILT 18"X18"
STUCCO COLUMN (O. S.)
WITH 4 1/2"Ø SCHEDULE

80 STRUCTURAL PIPE
COLUMN AT CENTER

(SEE DETAIL "C")

FULL
BRICK

VENEER

SPLIT NATURAL
STONE COLUMN SEE
TYPICAL COLUMN

DETAIL "F"

SPLIT NATURAL
STONE COLUMN SEE
TYPICAL COLUMN

DETAIL "F"

SPLIT NATURAL
STONE COLUMN SEE

TYPICAL COLUMN
DETAIL "F"

RAISED
SYNTHETIC

STUCCO
PANEL

TO MATCH
WINDOW
PATTERN

RAISED
SYNTHETIC

STUCCO
PANEL

TO MATCH
WINDOW
PATTERN

RAISED
SYNTHETIC

STUCCO PANEL
TO MATCH
WINDOW
PATTERN

RAISED
SYNTHETIC

STUCCO PANEL
TO MATCH
WINDOW
PATTERN

STATIONARY
STUCCO PANEL

STATIONARY
STUCCO PANEL

STATIONARY
STUCCO PANEL

STATIONARY
STUCCO PANEL

HIGH PROFILE CONTINUOUS
RIDGE VENT

BA C BA C BA C

1

14
'-5

 1
/2

"
10

'-0
"

12
'-0

"
2'

-5
"

ASSUMED
NATURAL GRADE

ELEVATION +00.00'

HIGHEST RIDGE
ELEVATION +40.29'

MAIN
FINISHED FLOOR
ELEVATION +2.41'

TYPICAL FIRST
LEVEL TOP PLATE
ELEVATION +14.41'

SECOND LEVEL
TOP PLATE

ELEVATION +25.83'

SECOND LEVEL
FINISHED FLOOR

ELEVATION +15.82'

1'
-5

"

HIGH PROFILE CONTINUOUS
RIDGE VENT

D D DDD DDD D D D

E G
F

E G
F

E G
F

E G
F

CUSTOM HOME DESIGNS
JOHN G. GUILLORY, owner

A LIMITED LIABILITY COMPANY
WWW.YOURNEWHOMEDESIGN.COM

E-MAIL: GUILLORY@COX.NET

F

B

D

F

B

D

PROVIDE 8'-0"X1'-4" (SHADED) 3/4" PLYWOOD GUSSET
AT EACH SIDE OF OPEN WEB FLOOR TRUSSES AT OVERLOOKING

BALCONY ALONG WITH 1 1/2"X16" SOLID BLOCKING (AS SHOWN)
TO COUNTERACT SHEAR FORCES AT OFF-SET WALL PLANES

2"X6" RAFTERS 16"O. C.

8", 6", 4" SMOOTH FIBER CEMENT (HARDITRIM)
FACIA WITH 26 GA COLORED METAL DRIP EDGE

SYNTHETIC STUCCO ATOP #15 FELT WITH WIRE LATH, BROWN COAT
AND SCRATCH COAT CEMENT BASE (TRADITIONAL STUCCO BASE)

SOLID 7/16"OSB SHEATHING REQUIRED AT ALL EXTERIOR WALLS
TO BE FASTENED TO STUDS 6" O. C. AT EDGES AND 6" O. C.

ALONG ALL INTERMEDIATE FRAMING.

2"X6" STUDS
16" O.C. (TYP.)

FINISHED CEILING

2"X6" STUDS
16" O. C. (TYP.)

PROVIDE SOLID
BLOCKING AT

MID- HEIGHT OF
ALL WALLS

SEE SPECIFICATIONS FOR ALL UPLIFT
STRAP REQUIREMENTS AND FASTENER

SCHEDULE

CONTINUOUS 1"X4" SMOOTH FIBER CEMENT (HARDITRIM) FREIZE

BACK SCREENED PERFORATED SMOOTH
FIBER CEMENT (HARDISOFFIT) SOFFIT

2"X6" RAFTERS 16"O. C.

DOUBLE
PLATE

PROVIDE SOLID BLOCKING
AT MID-HEIGHT OF ALL WALLS

DOUBLE PLATE

CONTINUOUS 2"X4" PLATE
ATOP CEILING JOISTS (TYPICAL)

2"X8" FINGER JOISTS 16"O. C. (TYPICAL)

2"X8" CEILING JOISTS 16"O. C. (TYPICAL)

2"X8" SOLID
BLOCKING (TYPICAL)

12"

8"

INSTALL TIGHT FLASHING
AND CRICKET AS REQUIRED

AT ROOF/CHIMNEY
INTERSECTION

INSTALL FLASHING AS REQUIRED AT ALL ROOF/WALL INTERSECTIONS

CONTINUOUS 4" SMOOTH
FIBER CEMENT FRIEZE

CONTINUOUS SMOOTH FIBER CEMENT BAND BOARD
8", 6", 4" SMOOTH HARDIPLANK FACIA

WITH 26 GA COLORED METAL DRIP EDGE
(SEE TYPICAL SOFFIT DETAILS)

ALL SOFFITS TO BE SMOOTH PAINTED
BACK SCREENED, PERFORATED
FIBER CEMENT (HARDISOFFIT)

SEE SPECIFICATIONS FOR ALL UPLIFT
STRAP REQUIREMENTS AND FASTENER

SCHEDULE

MAIN HOUSE FINISHED
SLAB ELEVATION

+29" (SEE FOUNDA-
TION PLAN) STEPS WITH 6" RISERS AND

12" TREADS AS REQUIRED

8"

12"

8"

12"

ALL NATURAL GRADE LINES SHOWN ARE ILLUSTRATIVE ONLY AND MAY VARY AT JOBSITESLOPE FINISHED GRADE
AWAY FROM STRUCTURE(TYPICAL)

ALLOW FOR SHINGLE SHIELD
ROOF ZINC PROTECTOR AT ALL

RIDGES AND HIP RAFTERS AS PER
MANUFACTURER'S SPECIFICATIONS

SYNTHETIC STUCCO FINISH TO BE APPLIED ATOP
TRADITIONAL STUCCO BASE OVER 7/16" OSB
SHEATHING (TYPICAL AT ALL STUCCO WALLS)

SYNTHETIC STUCCO FINISH TO BE APPLIED ATOP
TRADITIONAL STUCCO BASE OVER 7/16" OSB
SHEATHING (TYPICAL AT ALL STUCCO WALLS)

INSTALL SPECIALITY COLORED STANDING SEAM METAL ROOF OVER BACK PORCH AND FLASH AS REQUIRED

FAUX CHIMNEY TO BE ENCLOSED IN SYNTHETIC
STUCCO FINISH TO BE APPLIED ATOP TRADITIONAL

STUCCO BASE OVER 7/16" OSB SHEATHING
(TYPICAL AT ALL SYNTHETIC STUCCO WALLS) ON

WOOD FRAMING TO CODE

2.25"

12"

OVER-
LOOKING
BALCONY

SECOND
BEDROOM

4"X4" WOOD
COLUMNS

(O. S.)

+42" HIGH GUARDRAIL
WITH BALUSTERS

TO CODE

SURFACE APPLIED
8"X8" DECORATIVE

BEAMS

SPLIT NATURAL STONE COLUMN SEE TYPICAL COLUMN DETAIL "F" SPLIT NATURAL STONE
COLUMN SEE TYPICAL
COLUMN DETAIL "F"

23'-5" FINISHED
CEILING LINE

25'-9" FINISHED CEILING LINE

2"X6" STUDS
16" O.C. (TYP.)

16"Ø-14"Ø COLUMN (O. S.)
(SEE DETAIL "A")

OPEN TO
LIVING ROOM

BEYOND

KEEPING ROOM

DINING
ROOM

BACK PORCH

HEARTH
FLUSH WITH

FINISHED
FLOOR

10'-0" FINISHED
CEILING LINE FRONT PORCH

PORTE-COCHERE

STEPS WITH 6" RISERS
AND 1'-4" TREADS

12'-0" APEX LINE

18"X18"
COLUMN (O. S.)

(SEE DETAIL "C")

SITE BUILT 16"Ø-
14"Ø COLUMN (O. S.)

(SEE DETAIL "B")

16"Ø- 14"Ø
COLUMN (O. S.)

(SEE DETAIL "B")
PROVIDE PLATFORM FOR
STATUE TO BE SUPPLIED

BY OWNERS

16"Ø-14"Ø COLUMN (O. S.)
(SEE DETAIL "D")

18"X18" COLUMN (O. S.) (SEE DETAIL "C")

11'-0" FINISHED
CEILING LINE

OPEN TO
FOYER

BEYOND

11'-0" FINISHED
CEILING LINE

SLOPE BACK PORCH
SLAB 2" IN 14'-7 1/2"

ELEVATION
+25 1/2"

ELEVATION
+27 1/2"

SLOPE FINISHED GRADE
AWAY FROM STRUCTURE(TYPICAL)

SYNTHETIC STUCCO ATOP
#15 FELT WITH WIRE LATH

BROWN COAT AND SCRATCH
COAT CEMENT BASE

(TRADITIONAL STUCCO BASE)

ALL ROOFING AND CAPPING TO BE 25 YEAR
HIGH DEFINITION SHINGLES (SEE SPECS.)

SOLID 7/16"OSB SHEATHING REQUIRED AT ALL
EXTERIOR WALLS. TO BE FASTENED TO STUDS
6" O. C. AT EDGES AND 6" O. C. ALONG ALL

INTERMEDIATE FRAMING.

BUILT-UP SYNTHETIC STUCCO
FAUX NEWEL POST AND
PANEL (SEE DETAILS)

BUILT-UP SYNTHETIC STUCCO FAUX NEWEL POST AND PANEL (SEE DETAILS)

 PROVIDE 1"X6" #2-SOUTHERN
YELLOW PINE COLLAR TIES AS
SHOWN AT EVERY OTHER PAIR
OF RAFTERS 32" O. C. (MAX.)

30 lb ASPHALT SATURATED FELT

ROOF DECKING TO BE 15/32" ORIENTED STRAND BOARD
OR 1/2"CDX PLYWOOD (OWNER SELECT) SHEATHING WITH

PLYCILPS FASTENED TO RAFTERS WITH 8d RING-SHANK
NAILS 6" O. C. AT EDGES AND 6" O. C. AT

INTERMEDIATE FRAMING

CONTINUOUS
2"X10" RIDGE

3/4" T&G PLYWOOD SUBFLOOR TO BE
GLUED AND SCREWED TO FLOOR JOISTS

CONTINUOUS 2"X6" #2 SOUTHERN
YELLOW PINE PURLIN

2"X4"(#2 S. Y. PINE)
BRACING 32" O. C.

(MAXIMUM)

16" DEEP OPEN WEB FLOOR/CEILING JOISTS 16" O. C.
TO BE DESIGNED, ENGINEERED AND SEALED BY
LICENSED LOUISIANA STRUCTURAL ENGINEER

FOR 50 psf (LIVE LOAD) AND 20 psf (DEAD LOAD)
@ L/360 TYPICAL AT SECOND LEVEL FLOORS

2"X6" WITH 2"X4"(#2 S. Y. PINE)
STRONG BACK TYPE BRACING

32" O. C. (MAXIMUM)

CONTINUOUS 2"X6" #2 SOUTHERN
YELLOW PINE PURLIN

16"Ø-14"Ø COLUMN (O. S.)
(SEE DETAIL "D")

CONTINUOUS 2"X4" PLATE
ATOP CEILING JOISTS (TYPICAL)

2"X8" SOLID
BLOCKING (TYPICAL)

2"X8" CEILING JOISTS 16"O. C. (TYPICAL)

CONTINUOUS
2"X4" LEDGER

CONTINUOUS 2"X6"
#2 SOUTHERN YELLOW

PINE PURLIN

2"X4"(#2 S. Y. PINE) BRACING
32" O. C. (MAXIMUM)

2"X8" CEILING JOISTS 16"O. C. (TYPICAL)

EXTERIOR GRADE, PAINTED
3/8" PLYWOOD CEILING

5 1/8"X16"+/- LAMINATED BEAM
ABOVE 23'-5" FINISHED CEILING 5 1/8"X16"+/- LAMINATED BEAM

ABOVE 23'-5" FINISHED CEILING
5 1/8"X16"+/- LAMINATED BEAM
ABOVE 25'-9" FINISHED CEILING

TRIPLE 2"X12"
BEAM BELOW

12'-0" FINISHED
CEILING

2"X4"X18'-0" RADIUSED CEILING JOISTS
16" O.C. SET INTO 3/4" PLYWOOD GUSSETS

CONTINUOUS 2"X6" #2 SOUTHERN
YELLOW PINE PURLIN

2"X4"(#2 S. Y. PINE)
BRACING 32" O. C.

(MAXIMUM)

2"X6" WITH 2"X4"(#2 S. Y. PINE)
STRONG BACK TYPE BRACING

32" O. C. (MAXIMUM)
2"X6" SLOPED FRAMING 16"O. C. (TYPICAL)

2"X6"
SLOPED
FRAMING
16"O. C.

(TYPICAL)

FURR CEILING DOWN TO
10'-0" FOR MECHANICAL
CHASE UNDER BALCONY
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CONTINUOUS 2"X4" PLATE LET INTO
CEILING JOISTS WITH TOP 12'-6"

ABOVE MAIN FINISHED SLAB
(TYPICAL AT BACK PORCH ONLY)

30 lb ASPHALT
SATURATED FELT

ROOF DECKING TO BE 15/32" ORIENTED STRAND BOARD OR 1/2"CDX PLYWOOD
(OWNER SELECT) SHEATHING WITH PLYCILPS FASTENED TO RAFTERS WITH 8d

RING-SHANK NAILS 6" O. C. AT EDGES AND 6" O. C. AT INTERMEDIATE FRAMING

4" THICK-3,000 PSI CONC.
SLAB WITH #10-6"X6"

WIRE MESHCLEAN TAMPED EARTH FILL AS REQUIRED

CROSS-SECTION               SCALE 1/4"=1'-0"

2'-9"

2"X6" RAFTERS 16"O. C.

RIGHT SIDE ELEVATION         SCALE 1/4"= 1'-0"
SLOPE FINISHED GRADE

AWAY FROM STRUCTURE(TYPICAL)

ALL ROOFING AND CAPPING TO BE 25 YEAR
HIGH DEFINITION SHINGLES (SEE SPECS.)

SOLID 7/16"OSB SHEATHING REQUIRED AT ALL
EXTERIOR WALLS. TO BE FASTENED TO STUDS
6" O. C. AT EDGES AND 6" O. C. ALONG ALL

INTERMEDIATE FRAMING.

ALL SOFFITS TO BE SMOOTH PAINTED
BACK SCREENED, PERFORATED
FIBER CEMENT (HARDISOFFIT)

SEE SPECIFICATIONS FOR ALL UPLIFT
STRAP REQUIREMENTS AND FASTENER

SCHEDULE

BUILT-UP SMOOTH FIBER
CEMENT FACIA WITH 26 GA
COLORED METAL DRIP EDGE

(SEE TYPICAL SOFFIT DETAILS)

BRICK STEPS WITH 6" RISERS
AND 12" TREADS AS REQ'D

FULL
BRICK

VENEER

FULL BRICK VENEER
FULL BRICK VENEER

SLOPING  GRADE IS ILLUSTRATIVE
ONLY AND EXACT NUMBER OF STEPS

IS TO BE DETERMINED AT JOBSITE

FLASHING TO BE INSTALLED AS REQUIRED
AT ALL ROOF/WALL INTERSECTIONS
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12"

8"

12"

8"

12"

8"

12"

8"

12"
8"

12"

8"

12"

8"

12"

ALL NATURAL GRADE LINES SHOWN ARE ILLUSTRATIVE ONLY AND MAY VARY AT JOBSITESLOPE FINISHED GRADE
AWAY FROM STRUCTURE(TYPICAL)

SOLID 7/16"OSB SHEATHING REQUIRED AT ALL EXTERIOR
WALLS. TO BE FASTENED TO STUDS 6" O. C. AT EDGES

AND 6" O. C. ALONG ALL INTERMEDIATE FRAMING.

ALLOW FOR SHINGLE SHIELD
ROOF ZINC PROTECTOR AT ALL

RIDGES AND HIP RAFTERS AS PER
MANUFACTURER'S SPECIFICATIONS

SYNTHETIC STUCCO FINISH TO BE APPLIED
ATOP TRADITIONAL STUCCO BASE OVER 7/16" OSB

SHEATHING (TYPICAL AT ALL STUCCO WALLS)

SYNTHETIC STUCCO FINISH TO BE APPLIED ATOP
TRADITIONAL STUCCO BASE OVER 7/16" OSB
SHEATHING (TYPICAL AT ALL STUCCO WALLS)

SITE BUILT 18"X18"
STUCCO COLUMN (O. S.)
WITH 4 1/2"Ø SCHEDULE

80 STRUCTURAL PIPE
COLUMN AT CENTER

(SEE DETAIL "C")

CONTINUOUS 4" SMOOTH
FIBER CEMENT FRIEZE

INSTALL TIGHT FLASHING
AND CRICKET AS REQUIRED

AT ROOF/CHIMNEY
INTERSECTION

FAUX CHIMNEY TO BE ENCLOSED IN SYNTHETIC
STUCCO FINISH TO BE APPLIED ATOP TRADITIONAL

STUCCO BASE OVER 7/16" OSB SHEATHING
(TYPICAL AT ALL SYNTHETIC STUCCO WALLS) ON

WOOD FRAMING TO CODE

INSTALL SPECIALITY COLORED STANDING SEAM METAL
ROOF OVER STARIWELL "A" AND FLASH AS REQUIRED

STEPS WITH 6" RISERS
AND 1-4" TREADS AS REQUIRED

16"Ø-14"Ø COLUMN (O. S.)
(SEE DETAIL "D")

2.25"

12"

FULL
BRICK

VENEER

FULL BRICK VENEER

FULL
BRICK

VENEER

FULL
BRICK

VENEER

FULL
BRICK

VENEER

FULL BRICK VENEER

FLASHING TO BE INSTALLED AS REQUIRED
AT ALL ROOF/WALL INTERSECTIONS

FLASHING TO BE INSTALLED AS REQUIRED
AT ALL ROOF/ROOF INTERSECTIONS

16"Ø-14"Ø
COLUMN (O. S.)

(SEE DETAIL "D")

SITE BUILT 16"Ø-14"Ø COLUMN
(O. S.) (SEE DETAIL "B")

SITE BUILT 16"Ø-
14"Ø COLUMN (O. S.)

(SEE DETAIL "B")

3/4-16"Ø-14"Ø
COLUMN (O. S.)

3/4-16"Ø-14"Ø
COLUMN (O. S.)

3/4-16"Ø-14"Ø
COLUMN (O. S.)

16"Ø-14"Ø COLUMN (O. S.)
(SEE DETAIL "A")

16"Ø-14"Ø
COLUMN (O. S.)

(SEE DETAIL "A")

3/4-16"Ø-14"Ø
COLUMN (O. S.)

3/4 NATURAL
STONE COLUMN

3/4 NATURAL
STONE COLUMN

SPLIT NATURAL STONE
COLUMN SEE TYPICAL
COLUMN DETAIL "F"

SPLIT NATURAL
STONE COLUMN SEE

TYPICAL COLUMN
DETAIL "F"

3/4 NATURAL
STONE COLUMN

3/4
NATURAL

STONE
COLUMN

NATURAL STONE
COLUMN SEE TYPICAL
COLUMN DETAIL "E"

SITE BUILT 18"X18" STUCCO
COLUMN (O. S.) WITH 4 1/2"Ø

SCHEDULE 80 STRUCTURAL
PIPE COLUMN AT CENTER

(SEE DETAIL "C")
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SYNTHETIC STUCCO FINISH TO BE APPLIED ATOP
TRADITIONAL STUCCO BASE OVER 7/16" OSB
SHEATHING (TYPICAL AT ALL STUCCO WALLS)

SYNTHETIC STUCCO FINISH TO BE APPLIED ATOP
TRADITIONAL STUCCO BASE OVER 7/16" OSB
SHEATHING (TYPICAL AT ALL STUCCO WALLS)

CONTINUOUS SMOOTH
FIBER CEMENT BAND BOARD

CONTINUOUS SMOOTH
FIBER CEMENT BAND BOARD

BUILT-UP SMOOTH FIBER
CEMENT FACIA WITH 26 GA
COLORED METAL DRIP EDGE

(SEE TYPICAL SOFFIT DETAILS)

CONTINUOUS SMOOTH FIBER CEMENT BAND BOARD
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ASSUMED
NATURAL GRADE

ELEVATION +00.00'

HIGHEST RIDGE
ELEVATION +40.29'

MAIN FINISHED
FLOOR ELEVATION

+2.41'

TYPICAL FIRST
LEVEL TOP PLATE
ELEVATION +14.41'

SECOND LEVEL
TOP PLATE

ELEVATION +25.83'

SECOND LEVEL
FINISHED FLOOR

ELEVATION +15.82'

1'
-5

"

HIGH PROFILE CONTINUOUS
RIDGE VENT

BA C

RAISED
SYNTHETIC

STUCCO
PANEL

TO MATCH
WINDOW
PATTERN

STATIONARY
STUCCO PANEL

STATIONARY
STUCCO PANEL

STATIONARY
STUCCO PANEL

CONTINUOUS SMOOTH
FIBER CEMENT BAND BOARD

D

BA C BA C BA C BA C

4

E

RAISED
SYNTHETIC

STUCCO
PANEL

TO MATCH
WINDOW
PATTERN

RAISED
SYNTHETIC

STUCCO
PANEL

BEYOND
TO MATCH
WINDOW
PATTERN

RAISED SYNTHETIC
STUCCO PANEL

TO MATCH
WINDOW PATTERN G

HIGH PROFILE CONTINUOUS
RIDGE VENT

HIGH PROFILE CONTINUOUS
RIDGE VENT

HIGH PROFILE CONTINUOUS
RIDGE VENT

HIGH PROFILE CONTINUOUS
RIDGE VENT

HIGH PROFILE CONTINUOUS
RIDGE VENT

PROVIDE PLATFORM FOR
STATUE TO BE SUPPLIED

BY OWNERS

RAISED
SYNTHETIC

STUCCO
PANEL

TO MATCH
WINDOW
PATTERN

RAISED
SYNTHETIC

STUCCO
PANEL

TO MATCH
WINDOW
PATTERN

F
E G

F
E G

F
E G

F

D D D D D D D D D D D D D D

BUILT-UP SYNTHETIC STUCCO +36" HIGH
HANDRAIL WITH BALUSTERS TO CODE (SEE DETAILS)


